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MANUALLY OVERRIDE 
CHARGING CURRENT 
  
After powering up the charger 
and before connecting to the 
vehicle, enter Current Setting 
Mode as follows: 
Tap and hold Gear Icon, a 
beep is heard, keep holding for 
2 seconds, another beep is 
heard, release. 
Consecutively tap Gear Icon to 
cycle through available 
choices. 
To lock in desired setting, tap 
and hold Gear Icon, a beep is 
heard, keep holding for 2 
seconds, another beep is 
heard, release. 
The overridden current is 
remembered between charging 
sessions. 
To return to auto-current-
sensing, enter Current Setting 
Mode and select current 
matching the adaptor tail.

TO ENABLE DELAYED 
CHARGING START 
  
After powering up the charger 
and before connecting to the 
vehicle, enter Delayed Charging 
Mode as follows: 
Tap and hold Gear Icon, a beep 
is heard, keep holding for 2 
seconds, another beep is heard, 
keep holding for 2 more seconds, 
another beep is heard, release. 
Consecutively tap gear icon to 
select desired time delay. Each 
tap cycles through the available 
choices as follows: 1H, 2H, 4H, 
6H, 8H, 10H. 
To lock in the change, tap and 
hold gear icon, a beep is heard.  
Keep holding for 2 seconds 
another beep is heard. Release.  
Display shows time countdown. 
Settings Mode will time-out if no 
changes are detected with 4 
seconds. 
Time delay settings are not 
remembered between charging 
sessions
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