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1 Safety Rules 

(i) Ensure that the power outlet is switched off during the 
plugging and unplugging the charger. 

(ii) Ensure the power plug is securely and firmly inserted into the 
power outlet. 

(iii) Route the cable from the charger to the car such that it does 
not present a tripping hazard. 

(iv) Regularly inspect the charger body and charging plug for any 
cracks, nicks or imperfections. 

(v) Always use the charger with the charging cable fully uncoiled. 

(vi) Take care to not drop the charging plug when handling. 

(vii) Do not allow water to splash onto charger body, keep clean 
with regular wiping with a damp cloth and do not rinse with 
water. 

(viii) Do not use if power outlet is ungrounded. 

(ix) Mount the supplied charger holder to the wall and fit the 
charger into the holder. 

(x) Do not let charger hang unsupported from outlet. 

(xi) Do not use when exposed to heat, direct sunlight, or 
inclement/wet weather. 

(xii) Do not leave charger in vehicle when charging. 

(xiii) To extend the reach of the charging cable and plug, only use 
extension cables supplied by EVchargers. 
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2 Main Features 

(i) Remote connectivity via built-in Wi-Fi access (requires 2.4 
GHz band). 

(ii) Plug and charge, simply insert the charging plug into your 
EV’s charging port and charging starts within seconds. 

(iii) Charging current is adjustable from 6A to 15A in 1A steps. 

(iv) Charging current is remembered between charging sessions. 

(v) Scheduled start charging time up to 23 hours in advance. 

(vi) Scheduled charging up to 23 hours duration after scheduled 
start time. 

(vii) Large 2.8” LCD display showing charger settings with large 
display of energy delivered for easy monitoring at a glance. 

(viii) Protection functions including over-voltage, under-voltage, 
protection, overcurrent, short circuit protection and leakage 
protection. 

(ix) Thermal sensor in the plug that monitors for heat build-up in 
case of poor plug insertion. 

(x) Purpose-designed wall-cradle-holder allowing your charger to 
be mounted on a wall surface in a convenient location to 
ensure hassle-free daily charging. Charger can be removed 
from cradle (slide it up and out) to take on road trips. 

(xi) Included hook with plug holster to keep the charging cable 
neatly wound up and out of the way and holster to house the 
charging plug when not in use.  
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3 To Set Charging Amperage 

Before connecting the charging plug into the EV, locate two 
buttons Current and Timer on front face of charger: 

 

(i) Press gently on Current for 5-6 seconds. 

(ii) Display changes to show the Amperage setting and is shown 
flashing. 

(iii) Within 15 seconds tap Current – each tap increases current 
in 1A steps, or tap Timer to decrease current in 1A steps. 

(iv) When display shows the desired amperage (and still flashing) 
press gently on Current for 5-6 seconds to lock in the new 
amperage. Flashing of amperage setting stops. 

(v) See bottom row of numbers, new amperage setting is shown 
in the middle of the row. 

(vi) Amperage is remembered between charging sessions. 

 

Amperage can be adjusted while charging by following the same 
procedure shown above. 

If no presses are recorded for more than 15 seconds charger 
returns to previous state. 
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4 To Set Delayed Charging Start 

Before connecting the charging plug into the EV: 

(i) Press gently on Timer for 5-6 seconds. 

(ii) Refer top left of display (“00.00”) when first two zero’s are 
flashing stop pressing. 

(iii) Within 15 seconds tap Timer – each tap increases the time 
delay by 1 hour, tapping rapidly speeds up the delay setting. 

(iv) You can delay charging start time up to 24 hours from current 
time. 

(v) When first two zero’s show the desired delay time period in 
number f hours – and still flashing – press gently on Timer for 
5-6 seconds to lock in the time period for delayed charging. 

(vi) Connect charging plug to EV. 

(vii) Refer top left of display, delayed charging time period starts 
counting down in hours and minutes. 
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5 Before connecting to the charger using Wi-Fi 

Before connecting to the portable charger over Wi-Fi, ensure the 
following conditions can be achieved: 

(i) Bluetooth is enabled on your smart device – phone or tablet. 

(ii) Be within close proximity of the portable charger – not more 
than 3m away. 

(iii) Ensure strong Wi-Fi signal is present. 

(iv) Ensure the LAN Wi-Fi router supports 2.4 GHz band – 5GHz 
is not supported by the portable charger. 

(v) You have the Wi-Fi password. 

(vi) Your smartphone has iOS 7.0 (or higher) or Android 4.3 (or 
higher) version. 
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6 To connect to the charger using Wi-Fi 

(i) Search the Apple Store or Google Play for the  
Tuya Smart app and install, then open. 

 
  

Or use one of these QR codes: 

 

Play Store QR Apple Store QR 
(Android) (iOS) 

(ii) Swipe through the introductory screens until you reach the 
User Agreement and Privacy Policy. Tap to open these 
documents. 

If you agree with these documents tap the Agree button. 
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7 Registration and Login 

(i) Assuming you haven’t created an Account, tap the Sign Up 
button. 
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(ii) Check Australia is selected as Region, then  
- enter an email address to be used as your login,  
- tap the box to the “I agree…”  
- tap Get Verification Code 
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(iii) Enter the verification code that you received at the e-mail 
address provided in previous step. 
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(iv) Set a password then tap on Done. 
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(v) You may see a request for Tuya to send “potentially 
interesting content”. Tap Go to App. 
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(vi) Tap Allow. 
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(vii) Tap Got It, then the “+” symbol in the top right hand corner or 
tap Add Device on the next screen 
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(viii) Note the permissions sought, then tap Continue. 
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(ix) Tap While using the app, then on the next screen tap Allow 
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(x) The Tuya app will search and find the portable charger and 
show it as an icon labelled as “EV Charging Station”.  
Tap the Icon to denote that is the device you wish to add. 
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(xi) Tap Add next to EV Charging Station. 
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(xii) Check the correct Wi-Fi name is shown (or tap “Select Wi-
Fi”), enter the password to the chosen Wi-Fi, then tap Next. 
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(xiii) The portable charger will be added and after a few moments 
the app will show it as added successfully, tap Done. 

 

   

The display on the charger will now display the Wi-Fi symbol. 
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(xiv) Under All Devices. tap on “EV Charging Station”. 
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(xv) This is the portable charger’s dashboard.  
Take a few moments to explore and customize settings to suit 
your preferences, e.g. change the charger’s name, power it 
off, and adjust charging current. 
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8 Specifications 

Max output power 3.3kW 

Input voltage AC 220V 

Input V frequency 50Hz 

Output voltage AC 220V 

Output current 15A (max) 

Adjustable power The plug comes with temperature detection and 
maximum output power recognition. The current can be 
adjusted downwards. 

Efficiency ≥98 

Insulation resistance ≥10MΩ 

Control module power 
consumption 

≤7W 

RCD TypeA+DC6 mA 

Working temperature -30℃～+50℃ 

Storage temperature -40℃～+80℃ 

Ambient humidity 5% ～95% No condensation, no condensation 

Altitude No more than 2000 meters 

Display screen 2.8 -inch LCD 

Startup mode Plug and Charge 

Charging port Type2 

Protection class IP55、IK10 

Safety protections Overvoltage protection, undervoltage protection, 
grounding protection, lightning protection, leakage 
protection, flame retardant 

  protection, overcurrent protection, intelligent temperature 
control protection, etc. 

Energy meter ≥1.0 Level （Networked devices have） 

Cable Length 5m 

<End of User Manual> 


